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GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE"” AT
800-892-0123 OR 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE, AND GAS
FACILITIES. (48 HOUR NOTIFICATION IS REQUIRED)

10 FEET (3 METER) TRANSITIONS SHALL BE USED TO MATCH PROPOSED CURB AND GUTTER
AND MEDIAN ITEMS OF WORK TO EXISTING CURB AND GUTTER AND MEDIANS IN THE FIELD
UNLESS OTHERWISE SHOWN. THE TRANSITIONS SHALL BE PAID FOR AT THE CONTRACT UNIT
PRICE FOR THE PROPOSED ITEMS OF WORK SPECIFIED.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY COMPANIES.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE
PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.

WHEN ARTIFICIAL LIGHTING IS USED IN NIGHT OPERATIONS THE CONTRACTOR SHALL
EXERCISE THE UTMOST PRECAUTIONS IN PREVENTING ADVERSE VISIBILITY TO THE MOTORING
PUBLIC AND ADJOINING RESIDENTIAL AREAS.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN ASSUMED IN CALCULATING PLAN
QUANTITIES:
BITUMINOUS MATERIALS (PRIME COAT) 0.0004 TONS/SQ YD

THE ENGINEER SHALL CONTACT THE TRAFFIC CONTROL SUPERVISORS AT (847) 705-4470 A
MINIMUM OF 72 HOURS PRIOR TO THE START OF WORK.

TWO WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKINGS THE ENGINEER SHALL
CONTACT MS. CORA MATHIS, AREA TRAFFIC FIELD ENGINEER, AT (815) 485-6475.

WHEN MILLED PAVEMENT IS OPEN TO TRAFFIC THE MAXIMUM GRADE DIFFERENTIAL BETWEEN
PASSES OF THE MILLING MACHINE SHALL NOT EXCEED 1 1/2” (40 MM) WHERE THE SPEED
LIMIT IS 45 MPH (80 KM/H) OR LESS AND 1 (25 MM) WHERE THE SPEED LIMIT IS
GREATER THAN 45 MPH (80 KM/H). WITH WRITTEN APPROVAL FROM THE ENGINEER, A
MAXIMUM GRADE DIFFERENTIAL OF 3 (75 MM) MAY BE ALLOWED IF THE EDGE OF THE
MILLING IS SLOPED A MINIMUM 3:1 (H:V).

BUTT JOINTS WILL BE INSTALLED AT THE END OF ALL RESURFACING (WHERE RESURFACING
MEETS EXISTING PAVEMENT). IN ACCORDANCE WITH THE “BUTT JOINT AND HMA TAPER
DETAILS” SHEET INCLUDED IN THE PLANS, UNLESS OTHERWISE SPECIFIED.

FOR PAVEMENT MARKING, REFER TO DISTRICT ONE TYPICAL MARKINGS FOR DETAILS SHOWN.

MATCH EXISTING PAVEMENT MARKINGS AT PROJECT LIMITS AND OMISSIONS.

ALL PATCHES OPENED ON A PARTICULAR DAY MUST BE FILLED THAT DAY TO THE TOP OF THE
MILLED PAVEMENT SURFACE.

IDOT TRAFFIC SIGNAL AND SYSTEM DETECTION LOOPS ARE PRESENT AT IL 53
(INDEPENDENCE BOULEVARD), IL 171 (STATE STREET), HAMILTON STREET, MADISON

STREET, 7TH STREET, READ STREET / LOCH LANE AND FARRELL ROAD. THE CONTRACTOR
MUST NOTIFY THE IDOT AREA TRAFFIC SIGNAL MAINTENANCE AND OPERATIONS ENGINEER AT
(847) 705-4139 AND THE DEPARTMENT'S ELECTRICAL MAINTENANCE CONTRACTOR PRIOR TO
BEGINNING WORK, AT WHICH TIME ARRANGEMENTS WILL BE MADE TO ADJUST THE TRAFFIC
CONTROLLER TIMING TO COMPENSATE FOR THE ABSENCE OF DETECTION. REPLACEMENT OF
LOOPS DOES NOT REQUIRE MAINTENANCE TRANSFER, BUT DOES REQUIRE NOTIFICATION OF
WORK AND INSPECTION. COORDINATION WITH THE DISTRICT IS CONSIDERED INCIDENTAL TO
THIS CONTRACT.

NO OVERNIGHT LANE CLOSURES WILL BE ALLOWED
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THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR
SURFACE UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY UTILITY
THAT IS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED TO THE
SATISFACTION OF THE ENGINEER OR OWNER. THIS WORK SHALL BE DONE AT THE
CONTRACTOR’S EXPENSE.

26.

DURING THE CONSTRUCTION OPERATION WHEN ANY LOOSE MATERIAL IS DEPOSITED IN THE
FLOW LINE OF DITCHES, GUTTERS, OR DRAINAGE STRUCTURES SO THE NATURAL FLOW OF
WATER IS OBSTRUCTED, THE MATERIAL SHALL BE REMOVED AT THE CLOSE OF EACH WORKING
DAY. AT THE CONCLUSION OF THE CONSTRUCTION OPERATIONS ALL DRAINAGE STRUCTURES
SHALL BE FREE FROM ALL DIRT AND DEBRIS. THIS WORK SHALL NOT BE PAID FOR
SEPARATELY BUT SHALL BE CONSIDERED INCLUDED IN THE CONTRACT.
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IT IS THE CONTRACTOR’S RESPONSIBILITY TO ASCERTAIN EXISTING FIELD CONDITIONS
PRIOR TO BIDDING ON THIS PROJECT. NO ADDITIONAL COMPENSATION WILL BE ALLOWED
FOR FAILURE TO VERIFY EXISTING DIMENSIONS OR CONDITIONS.

THE CONTRACTOR SHALL LIMIT HIS CONSTRUCTION ACTIVITIES TO THE WORK AREAS
DESIGNATED ON THE PLANS. ANY DAMAGE TO AREAS OUTSIDE OF THESE LIMITS SHALL BE
REPAIRED BY THE CONTRACTOR AT HIS OWN EXPENSE TO THE SATISFACTION OF THE
ENGINEER.

FRAME ELEVATIONS ARE GIVEN ONLY TO ASSIST IN DETERMINING THE APPROXIMATE OVERALL
HEIGHT AT THE STRUCTURE. FRAMES ON ALL NEW STRUCTURES WILL BE ADJUSTED TO THE
FINAL ELEVATION OF THE AREA IN WHICH THEY ARE LOCATED AS PART OF THE STRUCTURE
COST.
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SAW CUTTING OF PAVEMENTS, SHOULDERS, ETC., SHALL BE FULL DEPTH AND SHALL RESULT
IN A CLEAN, STRAIGHT EDGE ON THE PORTION REMAINING. ALL SAW CUTTING SHALL BE
CONSIDERED INCLUDED IN THE ITEM REMOVED, INCLUDING PAVEMENT REMOVAL.

31

TREES REQUIRING PRUNING FOR SAFETY AND EQUIPMENT CLEARANCE SHALL BE COMPLETEIj IN
ACCORDANCE WITH ARTICLE 201.05(C) OF THE STANDARD SPECIFICATIONS. PRUNING FOR
SAFETY AND EQUIPMENT CLEARANCE WILL NOT BE MEASURED FOR PAYMENT.

CLEARING SHALL CONSIST OF THE REMOVAL AND DISPOSAL OF ALL VEGETATIVE
OBSTRUCTIONS INCLUDING LOGS, SHRUBS, BUSHES, SAPLINGS, GRASS, WEEDS, OTHER
VEGETATION AND STUMPS OF A DIAMETER LESS THAN 6 IN. WITHIN THE LIMITS AS
INDICATED BY THE PLANS OR AS DIRECTED BY THE ENGINEER. CLEARING WILL NOT BE
MEASURED FOR PAYMENT, BUT WILL BE INCLUDED IN THE COST OF STONE RIP RAP, FLARED
END SECTIONS AND STORM SEWERS.

ALL PROPOSED MANHOLES AND CATCH BASINS SHALL BE FITTED WITH INLET FILTERS AT ALL
TIMES DURING CONSTRUCTION. THE INLET FILTERS SHALL BE PAID AT THE CONTRACT UNIT
PRICE FOR THE PROPOSED ITEMS OF WORK SPECIFIED. ALL FILTERS SHALL BE CLEANED IN
ACCORANCE WITH THE SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER. INLET FILTER
CLEANING SHALL BE PAID FOR PER EACH CLEANING.

THE CONTRACTOR AT HIS OWN EXPENSE SHALL BE REQUIRED TO RELOCATE ALL ROAD SIGNS
WHICH INTERFERE WITH HIS CONSTRUCTION OPERATIONS AND TO TEMPORARILY RESET SUCH
SIGNS DURING HIS CONSTRUCTION OPERATIONS. ALL WORK INVOLVING SIGNS SHALL BE
COVERED BY THE FOLLOWING REQUIREMENTS:

A. SIGNS SHALL NOT BE REMOVED UNTIL PROGRESS OF WORK NECESSITATES REMOVAL

B. EVERY SIGN REMOVED MUST BE RE-ERECTED AT A TEMPORARY LOCATION IN A
WORKMANLIKE MANNER VISIBLE TO TRAFFIC ON THE HIGHWAY.
MAINTAINED STRAIGHT AND NEAT APPEARING FOR THE DURATION OF THE TEMPORARY
SETTING.

C. ALL SIGNS MUST BE RE-ERECTED IN THEIR PERMANENT LOCATIONS AS DESIGNATED BY
THE ENGINEER AS THE ROADWAY IS COMPLETED.

D. ALL SIGNS NOT REQUIRED FOR REUSE AFTER CONSTRUCTION IS COMPLETED SHALL
REMAIN THE PROPERTY OF THE STATE.
THEM AT THE JOB SITE FOR PICKUP BY THE STATE.

ALL SUCH SIGNS MUST BE

THE CONTRACTOR SHALL BE REQUIRED TO STORE

E. ANY SIGN OR SIGN POST DAMAGED BY THE CONTRACTOR SHALL BE REPLACED AT HIS OWN

EXPENSE.
DAMAGED SIGNS PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER A LIST OF ALL EXISTING

F. THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER AN INVENTORY OF ALL SIGNS MOVED

DURING CONSTRUCTION.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT ALL PAVEMENT OPENINGS,
OPEN HOLES, EQUIPMENT AND RUBBLE LEFT IN THE PUBLIC RIGHT-OF-WAY. THE
CONTRACTOR SHALL MAINTAIN HIGH VISIBILITY OF ALL TEMPORARY HAZARDS TO
PEDESTRIANS AND MOTORISTS. ALL TRENCHES OR PAVEMENT OPENINGS SHALL BE
BACKFILLED OR CLOSED AT THE END OF WORK DAY,

ALL PIPE SLOPES ARE FROM INSIDE WALL OF STRUCTURE TO INSIDE WALL OF STRUCTURE.
THE PIPE WILL NOT BE PAID FOR THROUGH STRUCTURES.

THE CONTRACTOR SHALL BE REQUIRED TO MOVE ANY MAILBOXES THAT INTERFERE WITH
CONSTRUCTION. UPON COMPLETION OF THE CONSTRUCTION, THE CONTRACTOR SHALL MOVE
THESE ITEMS BACK TO THEIR ORIGINAL LOCATION AND TO THEIR ORIGINAL CONDITION.
THIS WORK SHALL BE CONSIDERED INCLUDED IN THE CONTRACT.

THE CONTRACTOR SHALL BE REQUIRED TO DISPOSE OF ALL PAVEMENT AND OTHER MATERIALS
EXCAVATED OR REMOVED DUE TO THE PROPOSED IMPROVEMENTS. ALL EXCESS EXCAVATED
MATERIAL SHALL BE REMOVED FROM THE WORK SITE ON THE DAY OF ITS EXCAVATION. NO
ADDITIONAL COMPENSATION WILL BE MADE FOR HAULING THESE MATERIALS OUTSIDE THE
PROJECT LIMITS.

THE CONTRACTOR SHALL USE ALL NECESSARY PRECAUTIONS AND PROTECTIVE MEASURES
REQUIRED TO MAINTAIN EXISTING UTILITIES, SEWERS, AND APPURTENANCES THAT MUST BE
KEPT IN OPERATION. IN PARTICULAR, THE CONTRACTOR WILL TAKE ADEQUATE MEASURES
TO PREVENT THE UNDERMINING OF UTILITIES AND SEWERS WHICH ARE STILL IN SERVICE.
IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO PROTECT EXCAVATION TRENCHES
DURING THE INSTALLATION OF STORM SEWER, WATER MAIN, AND SANITARY SEWER TO
INCLUDE ANY SHORING OR DEWATERING EQUIPMENT NECESSARY. THE COST OF THIS WORK
SHALL BE CONSIDERED INCLUDED IN THE CONTRACT.

OFFSETS AND TOP OF FRAME ELEVATIONS FOR CATCH BASINS AND INLETS WHICH ARE
LOCATED IN THE GUTTER ARE GIVEN TO THE FLOWLINE OF GUTTER. OFFSETS AND
ELEVATIONS FOR STRUCTURES NOT LOCATED IN THE GUTTER ARE TO THE CENTER OF
STRUCTURE.
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